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v zzmare CV [O60

Specification M0SA/CV4060

SEGURITY

Z.8110.R.

Issus 8 Dated L8e5l Specification| Yalve
To be read in conjunction with B.S.1409 and K1001 UNCLASSIFIED {UNCLASSIFIED
~—————p Indicates a change
TYPE OF VALVE -~ Beam Tetrode MARKING
CATHUDE - Indirectly Heated See K1001/4
BULB - Glass, ummetallised BASE
FPROTOTYPE - 807 USM5
RATING CONNECTIONS
Note Pin Electrode

Heater Voltage (VY 6.3 1 h
Heater Current EA 0.9 2 g2
Max, Anode Voltage V) 600 3 1
Max., Soreen Voltage (v) 300 4 k and b.p.
Max, Anode Dissipation (w) 25 5 h
Max, Screen Dissipation (WY 3.5 T.C a
"Mutual Conductance (ma/VY 7.4 | 4
Max, operating frequenoy (Mo/s) 120 PLUG TOP CAP

See K.1001/A1/D5.1

DIMENSIONS

See K.,1001/A1/D1
CAPACITANGES (pF) Dimension | Min. | Max,
C in 12.5 Amm - 146
C out 8.2 Bum - 53
Ca,g! (max,) 0.25 Cmm - 35

NOTES
A. Va = 300, Vg2 = 250, Ia = 83mA, Vgl = =12.5 Approx.
CV4060/8/1
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TESTS

CVIO60

To be performed in addition to those applicable in K.1004

Test Conditions Test mﬁim"ﬁix Teg:;d Note
Measured using Adaptor
type 40, Ref.104/13336
See K.1001/aIII
a] Links Links Links to | CAPACITANCES ‘gg)
to H.P. to L.F. E
3 1525455 | 6,748,9, |C in 115|135
10, Tci,
TC2
6
TC1 152,455 | 3,6,7,8, |C out 7.7 8.7
9,10,TC2 per
TCc1 3 1,2,4,5, | Ca,gl - }0.25 week
6,758,9,
10,TC2
2 3 1 )4,5’6’ 03251 20--2 505
798,59, )
10, TC1,
TC2

Before any of the following tests

are made, the valve shall be run

for a period of

10 mimites with Va = 300 volts, Vg2 = 250 volts, Ia = 83 milliamps.
Vh Va Vg2 | Ta(ma) 100%
6.3 0 o 0 Ih (a) 0.8] 1.0] or s
6.3 | 300 | 250 83 Vgt (v) | -9.5|45.5| 1005
6.3 300 250 83 Reverse Igi (ua) - 2,5{ 1005 1
6.3 | 300 | 250 83 Ig2 (ma) - j10.5] 4100%
or S
6.3 300- | 250 83 o (ma/V) 5.5 8.7| 100%
Peak grid swing + 1.0
volt max.
6.3 | 300 | 250 1.0 Vgt w) - |48 | 1006
6.3 | 400 volts applied to | 1Ie a) | 40| - | 1002
anode, screen and
grid strapped, .
See E,1001/A5
NOTE
1. The grid current due to ionisation shall not exceed 1,0 pai.

. CV1060/8/2




