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VAIVE ELECTRONIC CVl '5'

ADMIRALTY SIGNAL ESTABLISHMENT (NR15)
Specification AD/CV1151/Issue 2. SECURITY
Dated 20.6.46. Specification Valve
To be read in conjunction with K1001. | Restricted | Unclassified
TYPE OF VALVE:- Triode. |
MARKING

CATHODE: -

Directly heated.

ENVELOPE: - Glass.
PROTOTYPE:~  IL410, PMLDX. See K1001/4.
RATING BASE

» - Note | Bl .
Max. Operating - 3.8 See K1001/AIV/D5.1
Filesment Voltage. (V) - Pin Electrode
Approx. Filament 0.1 1 Anode
Current. (4) 2 Grid
Max. Anode Voltage. (V) 100 3 Filement
Amplification , 4 Filement

o 1
Mo, Anode * DIMENSTONS
Impedance. (£ | 20,000 | 4 | See K1001/AL/D1.
g‘v;:‘eaﬁ:‘Anode (ma) 618 Dimension | Min. Max.
CAPACITANCES (pFd Approx) A mm - 115
Cag 45 B mm - W7
NOTES

A, Va=75V,Vg=07V.

B. Va=50V,Vg=0V.
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TESTS
To be performed in addition to those applicable in K1001.

Test Conditions : Limits %
Vel va | V Ia | Ie . Test .
al 3.6 - - - - |1r (a) - | 0.12 1%
. _ : (20
b| 3.6 | Ad- | =Va - | 15 |Va (V) - | 100 16&%
Just- .
ed
lel3.6 1100 | -2 - - 1-1g (ua) - l0.5 100%
i| 3.6 8 0 - '
iiil 3.6 50 0 z Value 0.7 | 2.5
of z (mA )
e| 3.6 | Ad- | -2 | =y Va (VY | 9% | 102 100%
Just- " labove
ed ) . :
£]3.6 | 50 0 - - |1eg (wa) 0.5 [ 0.5 | 100%
g|3.6] 50| 2 - - |1g (ma)|] 30 - | 100%
h| See K1001/AIII CAPACITANCES
Pins to | Pins to | Pins to .- (pFd) .
H‘PO L:_Po E- ) 1%
1 2 jgh- QaS 3 6 (20)
jl ve (v) | va (v) | Vg (V) |Life Test '
A { See K1001 A
3.6 50 O |pere. 6). |5% small
All tests Class A. %

cvi151/2/ii.



